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Insp. No: ?&/7 ¢8"'?«?'~ /ol Inspector(s): 426/7%2 ﬁ'/@/ZﬂC Z <4 @ﬁn.@;'&.

Insp. Date: / Insp. Time:; .

Information for Facility Where Inspection Occurred

Facility Name: ' 1 Facility Type:
Address 1: ’ POC: ﬁmaé_: é’f ML A
Address 2: POC Title: Che P

City/State: Zip: |
CBP POC: ¥ CBP Phone:
Importer Information (from Entry Documents)
Company or Name: [_/;g.,/‘/s/ - Entry No: 7‘4@ afzg 2/ —/
Address: Importer No: _ £7 = 2.5 22 RADOLD
Address 2: Entry Date: & e5/7
City: ‘ Quantity (engine family): ..s:_='59"'" S 2D
State: Zip: Quantity {(model): -
Importer POC: Phone:

@ Box Information
VIN/ESN: 4 I § £E ML Qe{mé;ﬁ%’)zm onBox:_ <227 / Cgézx/zzu_)
e Date of MFG: _¢5/%

Other Info on box:
19 or 50 State Certlfled. 4 Qé O wr kKW Displacement:

ce [ a [ liter

‘Power:

ECl Information
tabel Present: (JY[ N 3 MFG on ECI:

Engine Family: ﬁt& SA) ¥ l zé &mrtificate Holder on ECI;

2vap. Emissions Family 49 or 50 State Certified: ] 45

Date of MFG: Emissian Cgntrol Devices Listed: 20 /i
Tune-up Specs Listed: SRA] Y [N power: /D OheIkw Displacement: gé Wi ec (ol [Hiter

oes ECI Contain an Exhaust Compliance Statement: Y [CIN MY Standards in Exh. Compliance Statement: y 7.0¢ 7
Does ECI Contain an Evap. Compliance Statement: Y l:l_N MY Standards in Evap. Compliance Statement: 27
Can ECI label be removed without destro\/ing: 1 Y'%N <— ifyes, document with photos Type of Fuel: 6’4&_
Pepm. faan HHASO PSS AT

g+ Tocl
Fo) LI

ECI Notes:
Visual Inspectio Informatlon
Headlightis): [] Y.Eﬁu Turn Slgnalgj Horn: (J¥ .iN Mirror: D Y|XIN Tall/ Brake Light: %
Model name: k’ T 4 9 Exhaust Emission Control Devices Observed: (it L
VIN/ESN: £ - 2u # . Removable Hang-tag (MFG, model/engine, normalized emission rate): K N
Fuel Tank Material ] 33 78 Running loss line ohserved {gascline engines only)? [ ]y 'E:N
Fuel lines marked: Jw Crankcase vented to atmosphere: [Ty |§N
Unless thereds an obvious compllance Issue, the following meastrerhents only need to be completed if time permits.
Fuel tank size: [dga L Fuel hose length (fuel tank to cut-off): e [Jmm
Fuel hose Dia. {inner): Oin [ mm Fuel hose length {cut-off to engine): O O mm
Fuel hose Dia. {outer}): Cin O mm Total fuel hose length: Oin Omm
Observed PN Certified PN Observed PN Certified PN
Fuel Tank: Muffler/Catalyst:
PAIR: . Fuel Injector:
Carburetor: Intake Assembly/Filter:
Throttle Body Oxygen Sensor:
QOther: Spark Plug:
1l .
Visual -J’M.J 479 Coraee T~ cz""lc’__,
Inspection
Notes:
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- Owner's Manual Information : =71
Listed Model{s}): /C / / ?é Vehicle/Equipment We:ight: ZZQ‘ Units:
Emissions Warranty? If Yes, how long?! }/L@) . m Power: S /Mhp W
t-Min, Warranty under Regs. (after insp.): 4 Wower EIQPM: 2L60O (e, @7000 rpm]
Engine Displacement: < Mﬂr— eof Fuel: A2 % 91 octane, ULSD}

Carburetor Inspection

A/F mixture screw inspection should be completed for oll types of engines ( élﬂ and tools only ).
Carburetor ID Marking, Manufacturer , logo, numbers, etc.: L1292 101 jﬁ; |7 ¢r2 2 @ 1158
air/fuel mixture screw adjustable on vehicle (check for all I engines )? A ID '
if A/F screw is adjustable, obtain photograph of inspector adjusting it.
If so, describe the range of adjustability:
Tools needed to adjust a/f screw: Time required:
Tools needed to remove a/f screw: Time required:
Main jet, pilot jet, and jet needle inspection should be only be completed for recreational VEE's ( using hand tools only ).

Tools needed to access the main jet, pilot jet, jet needle:

Time required to adjust jet needle: No. of positions: : . Markings: z 1)/ a % [
Time required to remove main jet: Time to install: Markings:

Time required to remove pilot jet: Time to install: Markings:
arb.] { ! I - -
o Dougload ™ Topar €/ 16198 1745 220U SQT

Notes:

Centification Application Information
Cert. Holder/Importer: . . MFG: | . |
Regulatory Category: é + % Regulatory Sub-Category: '
Engine Family: _.‘Wm {  Cert.DateRange:
Evap./Perm. Family: H IS 5173 L A | Exhaust Emission Control Devices on Cert. App.:

Carb. adjustments: - If plastic fuel tank, is it fluorinated? Oy OOn Cwa
19 or 50 State Certified: [J49 []50[] nR Running loss line {gasoline engines only)? Oy COIn COva
Rated Power: ClepCkw  Rated Power RPM: Displacemeant: Oec Oda [iiter

Inspection Summa

Evidence taken (indicate how it was marked): [@,q}d 5@;&4 21H4/E / 497 [///J

‘ Koo 440000 T oot o lrdlid Aoy 20/ B B
Areas of Concern: S fe /mf IMZ'} ?/

Inspection phaté numbers: /5-(/2_5 = a2/ 72

Additional Inspection/analysis done on (date):
Inspectors: Photographer:
Inspector Signature: Date:

Gulidance for Inspectors:
Inspector should obtaln coples of the following when conducting inspections for CBP:

= Entry documents « Invoice/Packing lists « Bill of lading = YIN list » EPA declaration form (3520}
Inspectar should obtain the following key photegraphs: :

» All sides of box that the unit is contained in (include close-up photos of labels on boxes)

« All sides of vehlcle/engine to include any labels, mode! names, or trade names.

« Removable hang-tag {MFG, modelfengine, normalized emission rate)

* Emission contraof label

» Engine serial number engraved on engine and/or VIN engraved on frame

+ Owner’s manual - front page, specification table, emissions warranty statement

* As equipped {obtain photographs of part numbers for each if possible): '

© Catburetor - include A/F mixture screw {if carbureted) o Throttle body (if fuel injected) o Fuel lines

o Exhaust system (include muffler or any bulges in exhaust pipe) 0 Oxygen Sensor [if fuel injected) o Fuel tank

o Crankcase ventilation system o PAIR o Running loss line
Possible ECDs:
0OC Oxidation catalyst AIR Secondary airinjection {pump) DFI Direct fuel injection HO25 Heated oxygen sensor
TWC Three-way catalyst PAIR Pulsed secondary air injection 0325 Oxygen sensor : EM Engine modification
CFI Continuous fuel injection MPFI Multi-port {electronic) fuel injection TBI Throttle body (electronic) fuel injection
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